The use of X-ray radioscopy for in-situ studies of metal foam formation and evolution is reviewed. Selected results demonstrate the power of X-ray radioscopy as diagnostic tool for metal foaming. Qualitative analyses of foam nucleation and evolution, drainage development, issues of thermal contact, mold filling, cell wall rupture and more are given. Additionally, quantitative analyses based on series of images of foam expansion yielding coalescence rates, density distributions, etc., are performed by dedicated software. These techniques help us to understand the foaming behavior of metals and to improve both foaming methods and foam quality.
Introduction
Solid metallic foams are promising materials for a variety of applications [1] . Since their structure is as complex as that of all foams, their study is challenging [2] . To understand metal foam formation, evolution and stabilization we need to study them in-situ in the liquid state before and during
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solidification, as the processes at this stage clearly influence the final solid foam structure and properties.
Radiographic imaging techniques based on photons or neutrons offer the chance to observe the inner structure of the samples [3] . A series of radiographies recorded in real time with an acceptable time resolution is known as radioscopy. In foams, radioscopy allows us to study in-situ different processes like expansion, macroscopic pore structure evolution, density distribution, coalescence events, etc. We will concentrate on X-ray radioscopy, as this method offers the best spatial and temporal resolutions and optimal contrast between the metallic matrix and the gas-containing pores. We will present the evolution of X-ray imaging to monitor metal foaming from the first reported activities in the year 2000 to the latest developments.
X-ray Synchrotron Radioscopy in Material Science
X-ray radiation provides the opportunity to "see" through otherwise opaque materials such as metals or ceramics. Synchrotron radioscopy featuring good spatial (in the µm-range) and time resolution (<1 s) is suitable for in-situ analyses of various phenomena in materials science and was successfully applied in recent years [4] [5] [6] [7] [8] [9] [10] [11] as will be reviewed for a few examples closely related to the foaming process including solidification, diffusion and flow in metals.
Solidification of Metals
The solidification microstructure has a pronounced influence on the mechanical properties of metallic alloys. It can be either columnar, equiaxed or mixed, and the factors influencing its formation and evolution need to be studied. In-situ synchrotron X-ray radioscopy of the solidification process was performed in the past years, for example by groups in Norway and France, which studied the solidification behavior of different alloys [4] [5] [6] [7] [8] . They were able to observe directly dendrite fragmentation, porosity formation, directional and equiaxed dendritical solidification, phase separation and even fluctuations in elemental concentration at the solidification front in Al-based alloys. X-ray transparent Bridgman and isothermal furnaces were used.
Diffusion in Metals
Until now, ex-situ and post-mortem analyses could not reveal the kinetics of diffusion. Effects such as convection-driven fluid flow could now be observed. An in-situ X-ray technique for tracking concentration profiles by exploiting Beer-Lambert's law was presented and chemical diffusion measurements in Al-Ni-Ce melts are compared with self-diffusion and thermodynamic data in order to estimate the influence of thermodynamic forces on diffusion [9] . Further X-ray-supported diffusion experiments will be carried out under microgravity conditions in the frame of the XRMON (X-ray monitoring) project conducted with the support of European Space Agency (ESA) and the German Space Agency (DLR).
Flow of Melts
The flow of the semi-solid aluminum-germanium alloy Al-Ge32 (wt.%) through a constricted opening into a small cavity was monitored by in-situ radioscopy using white hard X-ray synchrotron radiation [10, 11] . The acquisition rate was 67 fps. Liquid drainage and de-/re-agglomeration of small aluminum-rich solid particle clusters-associated with the slurry's thixotropic behavior-could be visualized. Such studies can help in improving the production of both high-quality and light-weight metallic components using semi-solid casting techniques. The information obtained from experimental flow kinetics can be further used as input for simulations, validation of models or optimization of injection molding tools.
X-ray Synchrotron Radioscopy on Metal Foams
Third-generation synchrotron light sources deliver a polychromatic X-ray photon flux density high enough to perform radiography with micro-resolution in both space and time [12] [13] [14] [15] . The rapid development of imaging hardware, especially in the field of CMOS sensors, and their continuously improving sensitivity now allows for extraordinarily high recording speeds, with exposition times down to 1 μs for a considerable (at least 10 × 20 mm 2 ) field of view. The optimized use of so-called X-ray inline phase contrast (due to the coherence properties of an X-ray synchrotron beam) allows for the best possible contrast for our cellular material. Additionally, radiation hard but highly sensitive and efficient single crystal scintillators such as LuAG:Ce or YAG:Ce crystals are employed. This permits us to follow the overall process and resolve in-situ not only slow processes (>1 ms exposition time) such as pore nucleation and growth, foam expansion or drainage, or simply observe the overall foaming process, but also very fast ones (≤1 ms exposition time) such as cell wall rupture, bubble coalescence, rapid bubble motions or oscillations. Figure 1 shows the improvement of time resolution for X-ray synchrotron radioscopy achieved in the past years as reported in the literature [14] [15] [16] [17] [18] and recent results. 
Fast Synchrotron X-ray Radioscopy
The stabilization of metal films-or cell walls-in liquid foams is a key issue in metal foam science but still not fully understood. More stable films imply less coalescence and therefore smaller bubbles with a more uniform size distribution, which is highly desirable. To investigate the nature of rupture, experiments have been performed in which there was a simultaneous demand for both high spatial and high time resolution. It was possible to observe the coalescence of two adjacent bubbles with 40,000 fps and an exposition time of 25 μs for each frame [15] . Recent experiments were conducted at a recording speed of 105,000 fps with a frame interval of 9.5 μs and effective pixel size of 20 μm. Although the contrast of such images is low due to the short exposure time and consequent limited dynamics of the images, it is clearly visible in Figure 2 that the coalescence of two bubbles is completed in ~475 μs and that the rupture of a film lasts for ~380 μs, if we consider the end of the rupture as the point, where the contour of the new bubble becomes straight before it ends as convex. In this experiments it was possible to demonstrate that the rupture time of a film is dominated by the inertia of the fluid and not by its viscosity as rupture occurred so fast [14] . Therefore, it could be demonstrated that stabilization by an effective viscosity only, which would be as high as η = 0.4 Pa·s (as calculated by Gergely et al. [19] ) does not apply to metal foams of the type investigated here. Other factors such as bubble size and alloy composition may influence the rupture time and will be studied in future.
X-ray Laboratory Radioscopy-Selected Results
In the year 2003, laboratory-based radioscopic equipment for in-situ studies of metal foam evolution went into operation at the Technical University Berlin jointly with the Helmholtz-Centre Berlin (formerly Hahn-Meitner Institute) [20] . Within the following years, this X-ray scanner was identified as a key instrument for the analysis of metal foaming. Various sample environments including fast heating plates and infrared furnaces, gas injection furnaces and pressure chambers were built. In addition, software was developed to extract as much quantitative information as possible quantitative information from image sequences, e.g., the course of foam expansion or density distributions. Furthermore, a cell wall rupture recognition module was developed that provides the temporal evolution and spatial distribution of coalescence [20, 21] . In 2006, Brunke et al. described an experiment that was used to study metal foaming, especially foam evolution and drainage [22] . Their X-ray radioscopy setup was equipped with a cylindrical boron nitride (BN) crucible that could be rotated to compensate gravitationally driven drainage. In 2007, a compact metal foaming furnace with very high temperature homogeneity (±1 K) combined with X-ray diagnostics was constructed together with the European Space Agency and the Swedish Space Corporation for performing experiments under microgravity [23] . This setup has been used until now in two parabolic flight campaigns and one sounding rocket experiment [24] . Some of the results will be discussed in Section 4.5. The main advantage of such a laboratory-based equipment in comparison to synchrotron facilities is its availability and low cost. Some selected fields of application of the setup are summarized in this section and selected examples are presented.
Process Control
One of the advantages of using X-ray radioscopy is the possibility to observe qualitatively various effects of the foaming process in-situ even inside a foaming mold. This can provide a better process control. For example, one can observe the growth of nucleated bubbles, defect formations and evolution and the evolution of cracks or big pores [18] . Later, the influence of thermocouples acting as heat sinks on the heat transfer from the mold to the precursors, of the arrangement of the precursors, the mold filling process, density variations during process development, etc. were studied [25] . Figure 3 shows the inhomogeneous filling of a cylindrical mold at 700 °C. This was caused by a temperature gradient of ~100 K over 40 mm in the mold. The foam was generated from a rectangular bar of AlSi9 precursor placed in the center of the mold. As expected, the foam started foaming at the hottest part (left side) and continued expanding up to the right. This led to a broader, aged porous structure on the left and partially expanded foam on the right side. The resulting gradient in density and cell size can be directly observed in the X-ray images. 
New Effects
Radioscopy has provided a deeper insight into foam evolution that allowed for the discovery of new effects. One of those was an unexpected behavior during solidification. In contrast to mechanical or laser expandometers, X-ray radioscopy, due to its high sensitivity, allowed us to find the new effect named "solidification expansion" [26] . It consists of an additional temporary expansion of the metal foam during solidification, where one would actually expect shrinkage as both the gas in the bubble and the metallic matrix shrink in the course of temperature reduction and solidification. The explanation of this counterintuitive phenomenon was found as a distortion of the balance between gas production and gas loses in the foam during solidification caused by the change in the gas-diffusion rate through the solidifying outer skin. This effect is usually small, e.g., a few percent of the total volume, but important because it takes place just during foam solidification and can induce, e.g., cell rupture.
Another interesting effect found was an alignment of the first line of bubbles next to the face sheets of aluminum foam sandwiches (AFS). By reducing the sandwich thickness to around three times the average bubble size, we could obtain an AFS with three aligned bubble layers (Figure 4 ). This alignment reduces the randomness of the pore distribution and makes foam properties more anisotropic. 
Cell Wall Rupture
To study the stability of foams in the liquid state, the coalescence rate calculated from the number of observed cell wall ruptures can be obtained quantitatively from X-ray image sequences. The dedicated software AXIM is able to compare subsequent images and to recognize individual ruptures [20] . The results are their spatial or temporal distributions, which provide information about, e.g., temperature dependence, drainage effects or long term stability [21, 23, 24] .
Foaming Under Controlled Atmosphere
The influence of foaming atmosphere could be analyzed in-situ with X-ray radioscopy. It was found that in a non-oxidizing atmosphere the diffusion of hydrogen from the foam into the surrounding atmosphere is much faster, demonstrating that the collapse of the foam is mainly due to gas losses and not due to cell wall ruptures [27] . Figure 5 compares X-ray radiographies of two different Al samples at their maximum expansion and after cooling down to 400 °C. They were foamed under air and argon atmosphere. The expansion plot (Figure 5e ) shows that the foam produced in air is much more stable than the one produced under argon over the holding time of 600 s, demonstrating the hydrogen retention capability of the oxide layer. Not only the cover gas plays a role, but also the gas pressure. The effect of the surrounding pressure on foam nucleation and expansion was investigated [28] [29] [30] . An improved gas nucleation under high pressure was found. If the pressure is released in the liquid state, it leads to an increased expansion [30] . Variations of pressure showed a reversible behavior of liquid metal foams [29] . Radioscopic observations of the foaming of blowing agent-free powder compacts allowed us to demonstrate that the gas contained in the metal powders used for Al-based foams is sufficient for foaming if there are no gas losses during heating. This can be achieved by Pressure Induced Foaming (PIF), where powder compacts without any additional blowing agent are molten under high gas pressure (e.g., 5 bar) and foamed by subsequent pressure release to 1 bar [31] .
Foaming of pure magnesium in argon as protective atmosphere was monitored in-situ with X-rays. This enabled us to find the conditions under which pure magnesium foams can be produced in a good quality following the standard PM-route. Mg-based foams are thought to have a potential for application in the field of biocompatible and biodegradable materials [32] .
Foaming Under Microgravity
Foaming experiments under microgravity using inline X-ray diagnostics were performed for the first time in 2007 in the 46th parabolic flight campaign of the European Space Agency (ESA). The X-ray radiographic images showed that fast liquid flow through a cellular structure is possible during strong gravity transitions [24] . Imbibition of drained liquid into a foam occurs under microgravity, leading to a homogeneously distributed liquid fraction. This demonstrates that capillary forces can compensate the effect of gravitational drainage. An even more challenging experiment was conducted during the MASER 11 sounding rocket campaign, where a liquid metal foam was analyzed during several minutes under microgravity ( Figure 6 ). A comparison of the coalescence rate of the metal foamed under gravity and microgravity conditions showed that the total coalescence rate is almost the same in both conditions, although there is no drainage effect under microgravity [33] . This proved that gravity-driven drainage is not the main factor inducing cell wall instabilities, in contrast to what is known from aqueous foams. In 2009, in the frame of the 51st parabolic flight campaign of ESA, it could be confirmed that the blowing agent is the main destabilizing factor, thus shifting the emphasis of research to the analysis of the blowing agent kinetics and eventually to the further development of blowing agent free methods [31, 34] . Figure 7a shows an X-ray radiography of a liquid AlMg15Cu10 foam without extra blowing agent obtained in-situ during a microgravity experiment. In this alloy the intrinsic gas sources of the metal powders provide adequate amount of gas for foaming. The homogeneous gas nucleation and the reduced amount of cell wall ruptures lead to a very homogeneous pore structure, as can also be directly observed in the tomography (Figure 6b ) or in a photograph of the polished surface structure (Figure 6c ). 
Summary
X-ray radioscopy is a powerful tool for the in-situ study of evolving metal foams. Both synchrotron and laboratory-based facilities allow for in-situ monitoring of foaming. High spatial resolution with an effective pixel size down to 20 μm combined with the currently best achievable time resolution down to 10 μs allows us to detect and analyze cell wall ruptures and bubble coalescence. Foam expansion, mold filling, drainage, etc. could be monitored in-situ. The study of the influence of gas atmosphere and pressure allowed us to demonstrate the effect of oxidation on the gas loss through the outer foam skin. New foaming processes such as pressure-induced foaming or foaming with an intrinsic gas source were developed based on the results obtained from such experiments. Not only qualitative but also quantitative image analyses in terms of expansion evolution, density profiles, coalescence rate, drainage, etc. were performed. New effects such as solidification expansion and alignment of bubbles in aluminum foam sandwich panels were discovered. Experiments under microgravity used X-ray radioscopy to observe and quantify the imbibition of melt into foam under microgravity conditions and revealed the unexpectedly weak effect of gravity on coalescence.
